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Answer: B

QUESTION: 506
The DNS works at the ( ).

A. Network laye
B. Transport layer
C. Session layer
D. Application layer

Answer: D

QUESTION: 507
The SNMP works at the ( ).

A. Network layer
B. Application layer
C. Session layer
D. Presentation layer

Answer: B

QUESTION: 508
Layer-3 switches are devices working at the ( ).

A. Network layer
B. Transport layer
C. Session layer
D. Data link layer

Answer: A

QUESTION: 509
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In internetworking and computer network engineering, the RFCs is the documents published by (
).

A. ISO
B. IETF
C. ITU
D. IEEE

Answer: B

QUESTION: 510
OSI stands for ( ).

A. Organization for Standards Institute
B. Organization for Internet Standards
C. Open Standards Institute
D. Open Systems Interconnection

Answer: D

QUESTION: 511
What layers does the OSI reference model have from the top to the bottom?

A. Application layer, transport layer, network layer, and physical layer
B. Application layer, presentation layer, session layer, network layer, transport layer, data link
layer, and physical layer
C. Application layer, presentation layer, session layer, transport layer, network layer, data link
layer, and physical layer
D. Application layer, session layer, transport layer, and physical layer

Answer: C

QUESTION: 512
The correct process for data encapsulation is ( ).
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A. data fragment -> packet -> frame -> bit stream -> data
B. bit stream -> data fragment -> packet -> frame -> data
C. data ->packet -> data fragment -> frame -> bit stream
D. data -> data fragment ->packet -> frame -> bit stream

Answer: D

QUESTION: 513
Which of the following is a correct description of CSMA/CD network?

A. All the data sent by one node can be detected by every other node.
B. The data of a node is sent to the closest router, which will forward it to the destination.
C. If the source node knows the destination IP and MAC addresses, signals are directly sent to
the destination.
D. The data of any node must go through the whole network, and each node receives and checks
the data.

Answer: A, D

QUESTION: 514
A V.24 interface works in the asynchronous mode, supports data link layer protocols PPP and
SLIP, network layer protocols IP and IPX, with the transmission rate up to 115200 bps.

A. True
B. False

Answer: A

QUESTION: 515
A V.24 interface works in the synchronous mode, supports data link layer protocols X.25, PPP,
HDLC and LAPB, network layer protocols IP and IPX, with the transmission rate up to 115200
bps.

A. True
B. False
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Answer: B

QUESTION: 516
If the user data exceeds the Bc (committed burst ) in a frame relay network, the exceeding data
will be dropped.

A. True
B. False

Answer: B

QUESTION: 517
The transmission rate of V.35 cable (in the synchronous mode) is up to 2048000 bps.

A. True
B. False

Answer: A

QUESTION: 518
Flow control mechanism is implemented at the data link layer.

A. True
B. False

Answer: B

QUESTION: 519
EIA/TIA-232, also known as RS-232, is a public physical layer standard. It is used to support
unbalanced circuits with the rate up to 64 kbps.

A. True
B. False
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Answer: A

QUESTION: 520
To connect two routers through Ethernet interfaces, straight-through cable should be used
between the routers.

A. True
B. False

Answer: B

QUESTION: 521
The session layer is used for virtual link establishment, error check, duplex negotiations and
session synchronization.

A. True
B. False

Answer: B

QUESTION: 522
Multiple application programs can share one link, which is called multiplexing.

A. True
B. False

Answer: A

QUESTION: 523
Between the network layer and the LLC sub-layer, Media Access Control (MAC) sub-layer is
the management layer of the upper layer and the lower layer.
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A. True
B. False

Answer: B

QUESTION: 524
Transport layer protocols consist of protocols such as TCP, UDP and SPX. UDP and SPX
provide unreliable and connectionless services.

A. True
B. False

Answer: B

QUESTION: 525
There are three methods for flow control. They are buffer technology, source quench message,
and window mechanism. The window mechanism adopts positive acknowledgement, therefore,
it is reliable.

A. True
B. False

Answer: A
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