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Question: 750
Which statement is false?
A. The switch supports 1:1 VLAN mapping.
B. The switch does not support N:1 VLAN mapping on an interface.
C. The switch can perform VLAN mapping for double-tagged packets.
D. The switch can map the outer VLAN ID of packets to another VLAN ID.

Answer: B

Question: 751
Which statement about VLAN is false?
A. A VLAN tag contains a 3-bit priority field. The priority value ranges from 0 to 7. It is used for differentiated
service forwarding.
B. The priority in the VLAN tag can be mapped to the internal priority of the switch, for differentiated service
forwarding.
C. The priority in the VLAN tag can be changed on the switch.
D. The priority in the VLAN tag cannot be changed.

Answer: D

Question: 752
Which statements about the VLAN on S series switches are true? (Select 2 Answers)
A. The VLAN IDs on the switch range from 1 to 4090.
B. The switch has a default VLAN.
C. The priority value in the VLAN tag can be changed on the switch.
D. A VLAN tag contains one byte.

Answer: BC

Question: 753
The port isolation function can isolate the ports on the same switch.
A. True
B. False

Answer: A

Question: 754
Which statements are false?

A. The VLAN mapping function is usually configured on the edge node of a public network.
B. The VLAN mapping function can save VLAN resources on a public network.
C. VLAN mapping allows private networks on different VLANs to communicate with each other over the ISP
network.
D. VLAN mapping allows only the private networks on the same VLAN to communicate with each other.

Answer: D

Question: 755
Which statements about VLAN are true? (Select 3 Answers)
A. The VLAN improves network security. Users on different VLANs cannot communicate with each other.
B. The VLAN improves network processing efficiency. Users on different VLANs are separated from each
other. Therefore, the size of a broadcast domain is reduced.
C. Layer 2 forwarding is only based on destination MAC addresses, and is irrelevant to VLAN configuration.
D. The VLAN technology is a management method that controls the communication between terminals.

Answer: ABD

Question: 756
When configuring VLAN mapping, you must set the priority of outer VLAN ID.
A. True
B. False

Answer: B

Question: 757
Which statements about the MUX VLAN configuration are true? (Select 2 Answers)
[Quidway]vlan 10
[Quidway-vlan10]mux-vlan
[Quidway-vlan10]subordinate group 11
[Quidway-vlan10]subordinate separate 12
A. VLAN 10 is the principal VLAN
B. VLAN 11 is the principal VLAN
C. VLAN 12 is the subordinate separate VLAN

Answer: AC

Question: 758
Which statement about MUX VLAN is false?
A. Principal VLAN
B. Subordinate VLAN
C. Subordinate group VLAN

D. Guest VLAN

Answer: D

Question: 759
Which statement about the hybrid interface is true?
A. A hybrid interface can only be connected to network device.
B. A hybrid interface can only be connected to host.
C. A hybrid interface can be connected to host or network device.
D. A hybrid interface cannot be configured with VLAN ID.

Answer: C
right,

Question: 760
According to OSI reference model, Layer 2 LAN switch operates at ( ).
A. Physical layer
B. Data link layer
C. IP layer
D. Application layer

Answer: B

Question: 761
According to the STP protocol, a certain field in the BPDU identifies the root switch. That is, if the BPDU sent by a
switch contains this field, this switch is considered as the root switch. What is this field?
A. Root Identifier
B. Root Path Cost
C. Bridge Identifier
D. Port Identifier

Answer: A

Question: 762
Which are the two parts in the port identifier of the uplink interface on a non-root switch?
A. 1-bit port priority and 1-bit port number
B. 1-bit port priority and 2-bit port number
C. 2-bit port priority and 1-bit port number
D. 2-bit port priority and 2-bit port number

Answer: A

Question: 763
In the network diagram, which switch will be selected as the root switch?
A. SWA
B. SWB
C. SWC
D. None of the above

Answer: A
true.

Question: 764
Which statements about the PVID on the access interface are true? (Select 3 Answers)
A. When receiving a packet without the VLAN tag, the interface adds the VLAN tag to the packet and sets the
VID in the tag to the default VLAN ID.
B. When receiving a packet with a VLAN tag, the interface compares the VLAN ID in the tag with the default
VLAN ID. If they are the same, the interface forwards the packets; otherwise, the interface discards the
packets.
C. When the interface sends a packet with a VLAN tag that contains the default VLAN ID, the system removes
the VLAN tag of the packet, and then forwards the packet.
D. None of the above.

Answer: ABC
valid.

Question: 765
Which of the following statements about STP is not true?
A. STP can manage redundant links.
B. STP can block redundant links to eliminate loops
C. STP can prevent temporary loss of connectivity
D. STP can make LAN switch operate normally in a network with loops

Answer: C
confirmed answer.

Question: 766
In a switching network that has been enabled with STP protocol, the priorities of all the switches are the same. The
MAC address of switch1 is 00-e0-fc-00-00-40, MAC address of switch2 is 00- e0-fc-00-00-10, MAC address of
switch3 is 00-e0-fc-00-00-20, and MAC address of switch4 is 00-e0-fc-00-00-80. Which of the switches will be
elected as the Root Bridge?
A. Switch1
B. Switch2
C. Switch3

D. Switch4

Answer: B

Question: 767
A switching network has been enabled with STP protocol. To provide fast access speed to the file server for most of
the users, the switch that is directly connected with file server is configured as the root bridge.
A. True
B. False

Answer: A

Question: 768
Which of the following statements about the link failure detection in STP protocol is not true?
A. When network topology is stable, the Designated Port sends BPDU packet at every Hello Time interval.
B. When network topology is stable, BPDU packets will be transmitted periodically.
C. When the port does not receive new BPDU within a certain interval, the old configuration BPDU will time
out and the link failure can be detected.
D. The port sends Configuration BPDU at every Hello Time interval. When the link fails, Configuration BPDU
cannot be sent out. As a result, this port can detect the link failure.

Answer: D
answer is approved.

Question: 769
Which types of interfaces can be configured with selective QinQ? (Select 2 Answers)
A. Access interface
B. Trunk interface
C. Hybrid interface
D. dot1q-tunnel interface

Answer: BC

Question: 770
Some vendors set the TPID value in the outer VLAN tag of QinQ packets to the non-protocol value.
To be compatible with these vendors’ devices, the TPID value on Huawei switches is adjustable.
Which is the default value of the TPID value on Huawei switches?
A. 0x9200
B. 0x9100
C. 0x8200
D. 0x8100

Answer: D
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