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QUESTION: 105
What type of transmission is displayed in the Spectrum Analysis exhibit at the bottom?

A. FHSS
B. DSSS
C. Radio station
D. Microwave oven

Answer: A

QUESTION: 106
You are designing a WLAN for a golf course design firm. At the conclusion of the
assessment of the physical context of the proposed WLAN, it becomes apparent that
there are many WLANs in the eight story building in which the company is located. One
of the LAN administrators says he has heard that "hiding" the SSID will stop hackers
from finding the VVLAN. Which of the following best describes the results of "SSID
Hiding"?

A. Not responding to null SSIDs causes the EAP process to break down.
B. The SSID can still be seen with a wireless protocol analyzer.
C. Not broadcasting the SSID makes it more difficult for clients properly configured
with the SSID to authenticate.
D. These values must be present in order for intrusion detection systems to function.
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Answer: B

QUESTION: 107
Your customer has a requirement that the APs used in the design be capable of accepting
Gigabit Ethernet connections. Which of the following APs does NOT meet this
requirement?

A. AP7131
B. AP650
C. AP6511
D. AP6532

Answer: C

QUESTION: 108
Given the RSSI coverage map exhibits at the bottom, which frequency and air standard
would be best to use for VOIP client devices?
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A. 5.8 GHz 802.11n
B. 2.4 GHz 802.11n
C. 2.4 GHz 802.11g
D. 5.8 GHz 802.11a

Answer: B

QUESTION: 109
Your customer has a requirement that all APs used in the design must use external
dipole antennas. Which of the following APs cannot meet this requirement?

A. AP7131
B. AP5131
C. AP6511
D. AP650

Answer: C

QUESTION: 110
You are designing a WLAN for a new customer and have been given a Customer
Checklist for WLAN. Given this checklist, please answer the test item(s) below.
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Listed below are potential modifications to the client requirements. Which of the
following would change the make and model of the access points selected for this design
(select TWO) ?

A. Site Survivability is required
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B. Smart card support is required
C. Wall mounting is now an option
D. VOIP application support is required

Answer: A, C

QUESTION: 111
You have been working on the design specification for a new WiNG 5 VVLAN for a
new customer. The client needs wireless internet connectivity as well as voice over IP
(VoIP) in two key auditoriums of their sports center. Your team has just created a
LANPIanner report and the design calls for 11 APs. The customer had identified 2 client
locations (Location A and Location B) that he would like to discuss with you. If the
necessary SIR for a customer application is 20db at 2.4 GHz, which of the following is
TRUE? Use the relevant SIR map in the LANPlanner - Sports Center exhibit at the
bottom.

A. Clients at Location A and Location B are both served
B. Neither client at Location A nor Location B are served
C. Clients at Location A are served but not at Location B
D. Clients at Location B are served but not at Location A

Answer: C
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QUESTION: 112
You have been working on the design specification for a new WiNG 5 VVLAN for a
new customer. The client needs wireless internet connectivity as well as voice over IP
(VoIP) in two key auditoriums of their sports center. Your team has just created a
LANPIanner report and the design calls for 11 APs. The customer had identified 2 client
locations (Location A and Location B) that he would like to discuss with you. Which is
the best server AP for the 802.11n (2.4GHz) clients at Location A and Location B?

A. AP201 and AP224 respectively
B. AP204 and AP225 respectively
C. AP200 and AP223 respectively
D. AP200 and AP222 respectively

Answer: A
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